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S 2000
Single-jet Woltmann Meter
For the operation in overdimensioned pipelines

●	 Single-jet Woltmann Meter for cold water
●	 Nominal size DN 50 to DN 100
●	 Type approval metrological class C·H
●	 Approval for fire-fighting systems
●	 Waterproof register IP 68
●	 Serial communication interface

Approval
Cold water up to 30 °C

D 99
6.131.12



									         Ordering number
Falcon pulse module		  PR7    	 1 litres/pulse and 10 litres/pulse				    2925M1224	
					     1 litres/pulse and 100 litres/pulse				    2925M1263
					     1 litres/pulse and 1 000 litres/pulse				    2925M1264
.....................................................................................................................................................................................................................................................................................................
Falcon radio module		 TPR7 RF	 internal antenna 868 MHz				    2925M1276
				   TPR7 RF	 external antenna (2 m) 868 MHz				    2925M1277
....................................................................................................................................................................................................................................................................................................
Falcon M-Bus module		  PR7 M	 DIN EN 13 757 M-Bus				    2925M1269
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Single-jet meter		 S 2000    	
Nominal size / Connection flange	 DN 	 mm	 40	 50	 65	 80	 100
Meter size / Nominal flow rate	 Q

n
 	 m3/h	 15	 15	 20	 30	 50	

Ordering number		  Initial certification class C	 JPA4522	 JPB4522	 JPC4522	 JPD4522	 JPE4522

L
 
 	 Length			   mm	 300	 270	 300	 300	 360

....................................................................................................................................................................................................................................................................................................
B 	 Width			   mm	 100	 100	 115	 150	 200
....................................................................................................................................................................................................................................................................................................
H

1 
	 Centerline height 		  mm	 68	 83	 93	 101	 114

H
2
	 Overall height		  mm	 195	 210	 225	 240	 265

....................................................................................................................................................................................................................................................................................................
Weight			   kg	 10	 12	 16	 22	 29,5

Performance characteristics	
Maximum flow rate	 Q

max
 	 m3/h	 30	 40	 60	 90	 120

Transitional flow rate	 Q
t
 	 m3/h	 0,1	 0,1	 0,12	 0,18	 0,35

Minimum flow rate	 Q
min

 	 m3/h	 0,07	 0,07	 0,09	 0,12	 0,25
Starting flow			   l/h	 0,032	 0,035	 0,04	 0,05	 0,07

Continuous load		  m3/h	 15	 20	 30	 45	 60
Temperature		  T

max
	  °C	 50	 50	 50	 50	 50

Pressure rating	 PN	 bar	 16	 16	 16	 16	 16
Flow capacity		   at 0.1 bar pressure loss	 m3/h	 8,8	 12	 17	 28	 42


